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Easily hand-applied anywhere, ceramic co-polymer polish, slicker than the rest — did we forget
anything?

Dyna-Slick Polymer comes in a creamy liquid form that provides unrivaled slickness and outlasts any other pretenders in the marketplace.
From new car finishes, to optical lenses, surfboards to snow skis, Dyna-Slick Polymer provides an easy-to-apply, extremely slick film to any
surface. It can be applied over most any smooth surface and provides a durable, thin, hyper-smooth finish, using an easy “wipe on / wipe off”
application.

This polymer can be repeatedly applied to clean, dry, contamination-free surfaces in or out of the direct sun. Once the material is applied,
allowed to dry and wiped clean, you can immediately use the surface. However, if you let the polymer fully cure out for 24 hours, the

performance properties will be at their best.

Dyna-Slick Polymer Application Instructions

Shake and mix well before use.

Apply a small amount of Dyna-Slick Polymer to surface.

Using a clean lint-free cloth, apply material in a circular motion to provide complete coverage.

Allow material to dry to a light haze. NOTE: You do not need to remove haze immediately. It will not form a hard-to-remove film.
Lightly buff away haze with clean lint-free cloth to achieve desired luster.

Repeat as needed.

Full properties achieved in 24 hours.
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Wear a long sleeved shirt and pants during application. Consult MSDS for proper handling of waste materials and clean-up. Keep tightly
sealed when not in use. Store at room temperature. Avoid freezing.

Shelf life 1 year from date of manufacture.

Keep away from children and animals. Store at room temperatures (55F-75F). Do not thin material.
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